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PASSENGER VESSELS 

§ 176.166 Transport of Class 1 (explo-
sive) materials on passenger ves-
sels. 

(a) Only the following Class 1 (explo-
sive) materials may be transported as 
cargo on passenger vessels: 

(1) Division 1.4 (explosive) materials, 
compatibility group S. 

(2) Explosive articles designed for 
lifesaving purposes as identified in 
§ 176.142(b)(2), if the total net explosive 
mass (weight) does not exceed 50 kg 
(110 pounds). 

(3) Class 1 (explosive) materials in 
compatibility groups C, D, and E, if the 

total net explosive mass (weight) does 
not exceed 10 kg (22 pounds) per vessel. 

(4) Articles in compatibility group G 
other than those requiring special 
stowage, if the total net explosive mass 
(weight) does not exceed 10 kg (22 
pounds) per vessel. 

(5) Articles in compatibility group B, 
if the total net explosive mass (weight) 
does not exceed 5 kg (11 pounds). 

(b) Class 1 (explosive) materials 
which may be carried on passenger ves-
sels are identified in column (10) of the 
§ 172.101 table. They must be stowed in 
accordance with table 176.166(b). 

TABLE 176.166(b)—STOWAGE ARRANGEMENTS IN PASSENGER VESSELS 

Class/Division Samples, explo-
sive 

Goods, N.O.S. 
Class 1 

Goods shipped under a specific proper shipping name 

Compatibility group 

A B C D E F G H J K L N S 

1.1 ...................... d ....................... d .......................... c .. e e e e c .. e — c .. — c .. — — 
1.2 ...................... d ....................... d .......................... — e e e e c .. e c .. c .. c .. c .. — — 
1.3 ...................... d ....................... d .......................... — — e e — c .. e c .. c .. c .. c .. — — 
1.4 ...................... d ....................... d .......................... — b b b b c .. b — — — — — a 
1.5 ...................... d ....................... d .......................... — — — e — — — — — — — — — 
1.6 ...................... d ....................... d .......................... — — — — — — — — — — — e — 

a—As for cargo ships, on deck or under deck. 
b—As for cargo ships, on deck or under deck, in portable magazines only. 
c—Prohibited. 
d—As specified by the Associate Administrator, or the competent authority of the country in which the Class 1 (explosive) ma-

terials are loaded on the vessel. 
e—In containers or the like, on deck only. 

(c) Notwithstanding the provisions of 
paragraph (a) of this section, a com-
bination of the substances and articles 
listed in paragraphs (a)(1) through 
(a)(5) of this section may be trans-
ported on the same passenger vessel 
provided the total net explosive mass 
(weight) of the combination of Class 1 
(explosive) materials carried does not 
exceed the smallest quantity specified 
for any one of the substances or arti-
cles in the combination. 

[Amdt. 176–30, 55 FR 52696, Dec. 21, 1990, as 
amended at 65 FR 58630, Sept. 29, 2000; 66 FR 
45384, 45385, Aug. 28, 2001]. 

CARGO TRANSPORT UNITS AND 
SHIPBORNE BARGES 

§ 176.168 Transport of Class 1 (explo-
sive) materials in vehicle spaces. 

(a) All transport vehicles and cargo 
must be properly secured. 

(b) All transport vehicles used for the 
carriage of Class 1 (explosive) mate-
rials must be structurally serviceable 
as defined in § 176.172(a)(2). 

(c) Vehicles used to transport Class 1 
(explosive) materials must conform to 
the requirements in §§ 177.834 and 
177.835 of this subchapter. 

(d) Class 1 (explosive) materials 
which require special stowage must be 
transported in transport vehicles ap-
proved for the purpose by the Associate 
Administrator except that Class 1 (ex-
plosive) materials in compatibility 
group G or H may be carried in steel 
portable magazines or freight con-
tainers. Closed transport vehicles may 
be used as magazines; transport vehi-
cles of other types may be used to 
transport Class 1 (explosive) materials 
which require ordinary stowage. 

(e) Class 1 (explosive) materials of 
different compatibility groups may not 
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be stowed in the same vehicle except as 
allowed in § 176.144 of this subpart. 

(f) Vehicles containing different 
Class 1 (explosive) materials require no 
segregation from each other, except 
that these materials may be carried to-
gether under the provisions of § 176.144 
of this subchapter. In all other in-
stances, the vehicles must be ‘‘sepa-
rated from’’ one another. 

(g) All transport vehicles used for the 
transport of Class 1 (explosive) mate-
rials must have lashing arrangements 
for securing the vehicle on the ship and 
preventing the moving of the vehicle 
on its springs during the sea passage. 

(h) Where a portable magazine or 
closed freight container is carried on a 
chassis, twist locks or other suitable 
securing arrangements must be pro-
vided and made secure. 

[Amdt. 176–30, 55 FR 52696, Dec. 21, 1990, as 
amended at 66 FR 45384, Aug. 28, 2001; 68 FR 
61942, Oct. 30, 2003] 

§ 176.170 Transport of Class 1 (explo-
sive) materials in freight con-
tainers. 

(a) When Class 1 (explosive) materials 
are stowed in a freight container, the 
freight container, for the purposes of 
this subpart, may be regarded as a 
closed transport unit for class 1 or a 
magazine but not a separate compart-
ment. 

(b) Freight containers loaded with 
Class 1 (explosive) materials, except for 
explosives in Division 1.4, must not be 
stowed in the outermost row of con-
tainers. 

(c) [Reserved] 
(d) Class 1 (explosive) materials of 

different compatibility groups may not 
be stowed within the same freight con-
tainer except as allowed in § 176.144 of 
this subpart. 

(e) On vessels, other than specially 
fitted container ships, freight con-
tainers containing Class 1 (explosive) 
materials must be stowed only in the 
lowest tier. 

(f) Freight containers carrying dif-
ferent Class 1 (explosive) materials re-
quire no segregation from each other, 
if the provisions of § 176.144 of this sub-
part allow the Class 1 (explosive) mate-
rials to be carried together in the same 
compartment. In all other instances, 
the containers must be ‘‘separated 

from’’ one another in accordance with 
§ 176.83(f) of this part. 

(g) Freight containers carrying Class 
1 (explosive) materials may not be han-
dled on board a vessel with fork lift 
trucks unless approved by the COTP. 
This does not preclude the use of front- 
loading trucks using side-frame lifting 
equipment. 

[Amdt. 176–30, 55 FR 52696, Dec. 21, 1990, as 
amended at 56 FR 66282, Dec. 20, 1991; 68 FR 
45041, July 31, 2003; 69 FR 76185, Dec. 20, 2004; 
78 FR 1095, Jan. 7, 2013] 

§ 176.172 Structural serviceability of 
freight containers and vehicles car-
rying Class 1 (explosive) materials 
on ships. 

(a) Except for Division 1.4 materials, 
a freight container may not be offered 
for the carriage of Class 1 (explosive) 
materials, unless the container is 
structurally serviceable as evidenced 
by a current CSC (International Con-
vention for Safe Containers) approval 
plate and verified by a detailed visual 
examination as follows: 

(1) Before a freight container or 
transport vehicle is packed with Class 1 
(explosive) materials, it must be vis-
ually examined by the shipper to en-
sure it is structurally serviceable, free 
of any residue of previous cargo, and 
its interior walls and floors are free 
from protrusions. 

(2) Structurally serviceable means the 
freight container or the vehicle cannot 
have major defects in its structural 
components, such as top and bottom 
side rails, top and bottom end rails, 
door sill and header, floor cross mem-
bers, corner posts, and corner fittings 
in a freight container. Major defects 
include— 

(i) Dents or bends in the structural 
members greater than 19 mm (0.75 inch) 
in depth, regardless of length; 

(ii) Cracks or breaks in structural 
members; 

(iii) More than one splice or an im-
proper splice (such as a lapped splice) 
in top or bottom end rails or door head-
ers; 

(iv) More than two splices in any one 
top or bottom side rail; 

(v) Any splice in a door sill or corner 
post; 
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